Disclaimer

The material presented in this text was carefully researched and presented. However, no warranty expressed or implied is made on the accuracy of the contents or their extraction from reference to publications; nor shall the fact of distribution constitute responsibility by TAC or any researchers or contributors for omissions, errors or possible misrepresentations that may result from use of interpretation of the material contained herein.
# TABLE OF CONTENTS

**ACKNOWLEDGEMENTS**

**FOREWORD TO THE SIXTH EDITION**

**GENERAL INTRODUCTION**

**INTRODUCTION: TRAFFIC CONTROL DEVICES - SAFETY AND ROAD USERS**

1. **SAFETY EFFECTS OF TRAFFIC CONTROL DEVICES**
   1.1 OVERVIEW
   1.2 MEASURING SAFETY
   1.3 SAFETY PERFORMANCE OF TRAFFIC CONTROL DEVICES
   1.4 ROAD SAFETY MANAGEMENT PROGRAM
   1.5 SAFETY DURING THE LIFE CYCLE OF A TRAFFIC CONTROL DEVICE

2. **ROAD USERS AND TRAFFIC CONTROL DEVICES**
   2.1 DRIVERS
   2.2 ACTIVE TRANSPORTATION USERS
   2.3 AUTOMATED VEHICLES

**PART A  SIGNS**

A1. **GENERAL ASPECTS OF SIGNS**
   A1.1 FUNCTIONS OF SIGNS
   A1.2 LEGAL AUTHORITY
   A1.3 CLASSIFICATION OF SIGNS
      A1.3.1 Class R, Regulatory Signs
      A1.3.2 Class W, Warning Signs
      A1.3.3 Class I, Guide and Information Signs
      A1.3.4 Class TC, Temporary Conditions Signs and Devices
      A1.3.5 Tab Signs
      A1.3.6 Signs in Both Official Languages
A1.4  APPROPRIATE USE OF SIGNS
A1.5  STANDARDIZATION OF SIGNS
A1.6  SIGN DESIGN STANDARDS
   A1.6.1  Standardization of Design
   A1.6.2  Sign Shape and Colour
   A1.6.3  Dimensions
   A1.6.4  Symbols
   A1.6.5  Lettering
   A1.6.6  Numbering
   A1.6.7  Retroreflectivity
   A1.6.8  Sign Borders
   A1.6.9  Enhanced Conspicuity for Standard Signs
   A1.6.10 Alternative Technology Signs
A1.7  SIGN INSTALLATION AND MAINTENANCE
   A1.7.1  Standard Sign Application
   A1.7.2  Standard Sign Placement
   A1.7.3  Installation
   A1.7.4  Sign Materials
   A1.7.5  Sign Posts and Foundations
   A1.7.6  Maintenance
   A1.7.7  Environmental Conditions
   A1.7.8  Aesthetic Considerations
A1.8  OVERHEAD SIGNS
A1.9  PART-TIME SIGNS
   A1.9.1  Time of Day, Day of Week
A1.10 DEVELOPMENT OF NEW SIGNS
A2  REGULATORY SIGNS
A2.1  GENERAL CONSIDERATIONS FOR REGULATORY SIGNS
   A2.1.1  Application of Regulatory Signs
   A2.1.2  Classification of Regulatory Signs
   A2.1.3  Authority for Regulatory Signs
   A2.1.4  Design of Regulatory Signs
A2.2  RIGHT-OF-WAY CONTROL
A2.2.1  Stop Sign (RA-1), Stop Sign Tabs (RA-1S1 to RA1S3), 4-Way Stop Tab (RA-1S4), All Way Stop Tab (RA-1S5)
A2.2.2  Yield Sign (RA-2)

A2.3  SPEED CONTROL
A2.3.1  Maximum Speed Sign (RB-1), KM/H Tab (RB-1S)
A2.3.2  Night Speed Sign (RB-3)
A2.3.3  Minimum Speed Sign (RB-4)

A2.4  TURN CONTROL
A2.4.1  Through Traffic Prohibited Sign (RB-10)
A2.4.2  Right (Left) Turn Prohibited Sign (RB-11)
A2.4.3  Right (Left) and Straight Through Prohibited Sign (RB-12)
A2.4.4  Turning Prohibited Sign (RB-13)
A2.4.5  Turn Right (Left) Sign (RB-14)
A2.4.6  Mandatory Straight Through Sign (RB-15)
A2.4.7  U-Turn Prohibited Sign (RB-16)
A2.4.8  Right (Left) Turn On Red Traffic Signal Prohibited Sign (RB-17), On Red Tab (RB-17T)
A2.4.9  Supplemental Turn Control Tab Signs (RB-9, RB-11S1, RB-11S2)
A2.4.10  Left Turn Signal Sign (RB-18)
A2.4.11  Fire Truck Entrance Signals Tab Sign (RB-19S)

A2.5  DIRECTIONAL TRAFFIC CONTROL
A2.5.1  One-Way Sign (RB-21)
A2.5.2  Do Not Enter Sign (RB-23), Wrong Way Sign (RB-22), Do Not Enter Tab (RB-23T)
A2.5.3  Two-Way Traffic Sign (RB-24), Two-Way Traffic Tab (RB-24T)
A2.5.4  Keep Right/Keep Left Sign (RB-25)

A2.6  PASSING CONTROL
A2.6.1  Passing Prohibited Signs (RB-31, RB-33), ENDS Tab (RB-33S2), Do Not Pass Tab (RB-31T), Do Not Pass Bicycles Tab (RB-33T)
A2.6.2  Passing Permitted Sign (RB-32), Passing Permitted Tab (RB-32T)
A2.6.3  Keep Right Except to Pass Sign (RB-34)
A2.6.4  Slower Traffic Keep Right Sign (RB-35)
A2.6.5  Yield Centre Lane to Opposing Traffic Sign (RB-36)

A2.7  LANE DESIGNATION
A2.7.1  Overhead Lane Designation Signs
A2.7.2 Side-Mounted Lane Designation Signs
A2.7.3 Right (Left) Turn Only Lane Sign (RB-41)
A2.7.4 Straight Through or Right (Left) Turn Only Lane Sign (RB-42)
A2.7.5 Right or Left Turn Only Lane Sign (RB-43)
A2.7.6 All Movements Permitted Lane Sign (RB-44)
A2.7.7 Straight Through Only Lane Sign (RB-45)
A2.7.8 Two-Way Left-Turn Lane Sign (RB-48), Centre Lane Tab (RB-48S)
A2.7.9 Side-Mounted Multiple Lane Designation Signs (RB-46, RB-47, RB-49)
A2.7.10 Roundabout Lane Designation Signs (RB-97 to RB-105), Left Turn Lane Tab (RB-100S), Centre Lane Tab (RB-102S), Right Lane Tab (RB-104S)

A2.8 PARKING CONTROL
A2.8.1 Design of Parking Control Signs
A2.8.2 Stopping Prohibited Signs (RB-55, RB-57, RB-58, RB-72)
A2.8.3 Parking Control Signs (RB-51, RB-52, RB-53, RB-60, RB-71, RB-113)
A2.8.4 Parking Control at Loading Zones (RB-110, RB-111, RB-112)
A2.8.5 Multiple Parking Control Signs

A2.9 SPECIFIC TYPES OF ROAD USER CONTROL
A2.9.1 Pedestrians (RB-66, RB-84, RA-4, RB-73, RA-3, RA-8, RA-5, RB-94)
A2.9.3 Off-Road Vehicles (RB-64, RB-65, RB-87)
A2.9.5 Railway Crossings (RA-6/RA-6S, RB-59)
A2.9.6 Reserved Lane Signs (RB-80, RB-81, RB-80A, RB-81A, RB-80S1, RB80S2)
A2.9.7 Miscellaneous Prohibition Signs (RB-85, RB-86, RB-88, RB-89)

A2.10 MISCELLANEOUS REGULATORY SIGNS
A2.10.1 Stop Line Sign (RC-4)
A2.10.2 Littering Prohibited Sign (RC-5), Do Not Litter Tab (RC-5T), Maximum Fine Tab (RC-5S)
A2.10.3 Keep Off Median Sign (RC-8)
A2.10.4 Seat Belt Sign (RC-6), Compulsory Tab (RC-6S), Optional Seat Belt Sign (RC6F)

A3 WARNING SIGNS

A3.1 GENERAL CONSIDERATIONS FOR WARNING SIGNS
A3.1.1 Application of Warning Signs
A3.1.2 Classification of Warning Signs
A3.1.3 Design of Warning Signs
A3.1.4 Location of Warning Signs
A3.1.5 Warning Tab Signs

A3.2 ROAD ALIGNMENT
A3.2.1 Single Turn (WA-1), Sharp Curve (WA-2) and Single Curve (WA-3) Warning Signs, Advisory Speed Tab (WA-75)
A3.2.2 Cross Street Within Curve Signs (WA-43, WA-44)
A3.2.3 Hairpin Curve Sign (WA-45)
A3.2.4 Reverse Sharp Curve Sign (WA-4) and Reverse Curve Sign (WA-5)
A3.2.5 Winding Road Sign (WA-6), Advisory Distance Tab (WA-28)
A3.2.6 Checkerboard Sign (WA-8)
A3.2.7 Object Marker Sign (WA-36)
A3.2.8 Double Arrow Sign (WA-17)
A3.2.9 Chevron Alignment Sign (WA-9)
A3.2.10 Road Edge Delineation Marker Sign (WA-37)
A3.2.11 Roundabout Directional Sign (WA-38)
A3.2.12 Ramp Advisory Speed Sign (WA-10)

A3.3 INTERSECTIONS
A3.3.1 Intersection Controls Ahead
A3.3.2 Stop Ahead Sign (WB-1)
A3.3.3 Yield Ahead Sign (WB-2)
A3.3.4 Signals Ahead Sign (WB-4), “NEW” tab (WB-12T), Distance Tab (WA-30S)
A3.3.5 Roundabout Sign (WA-39)
A3.3.6 Prepare To Stop Sign (WB-5), Prepare to Stop Supplementary Tab (WB-5S)
A3.3.7 Concealed or Unexpected Intersection Signs (WA-11, WA-12, WA-13, WA-14, WA-15)
A3.3.8 Merge Sign (WA-16), Merge Tab (WA-16T)
A3.3.9 Added Lane Sign (WA-35), Added Lane Tab (WA35T)

A3.4 SPECIFIC ROAD FEATURES
A3.4.1 Hill Sign (WA-21), Lower Gear Tab (WA-21S), Hill Sign with Grade (WA-21A)
A3.4.2 Vertical Visibility Constraint Sign (WA-42), Limited Visibility Tab (WA-42)
A3.4.3 Bump Sign (WA-22), Bump Tab (WA-22)
A3.4.4 Neighbourhood Speed Hump Sign (WA-50), Speed Hump Tab (WA-50T)
A3.4.5 Road Narrows Sign (WA-23), Road Narrows Tab (WA-23T)
A3.4.6 Narrow Structure Sign (WA-24), One Lane Tab (WA-24S), Narrow Bridge Tab (WA-24T1), Narrow Passage Tab (WA-24T2)
A3.4.7 Lane Ends Sign (WA-33), Right Lane Ends Tab (WA-33RT), Left Lane Ends (WA-33LT)
A3.4.8 Pavement Ends Sign (WA-25), Distance Tab (WA-29S), Pavement Ends Tab (WA-25T)
A3.4.9 Low Clearance Ahead Sign (WA-26), Low Clearance Sign (WA-27)

A3.5 DIVIDED HIGHWAY TRANSITIONS
A3.5.1 Divided Highway Begins Sign (WA-31), Divided Highway Begins Tab (WA-31T)
A3.5.2 Divided Highway Ends Sign (WA-32), Divided Highway Ends Tab (WA-32T)
A3.5.3 Divided Highway Ahead Sign (WA-34), Divided Highway Ahead Tab (WA-34T)

A3.6 TRAFFIC REGULATIONS AHEAD
A3.6.1 Two-Way Traffic Ahead Sign (WB-3), Two-Way Traffic Tab (WB-3T)
A3.6.2 Reserved Lane Ahead Sign (WB-7), Reserved Lane Operational Time Tab (WB-7S)
A3.6.3 Reserved Lane Crossing Sign (WB-8)
A3.6.4 Maximum Speed Ahead Sign (WB-9)

A3.7 INTERMITTENT OR MOVING HAZARDS
A3.7.1 Slippery When Wet Sign (WC-5) Slippery When Wet Tab (WC-5T)
A3.7.2 Water Flooding Roadway Sign (WC-50)
A3.7.3 Bridge Ices Sign (WC-23), Bridge Ices Tab (WC-23T)
A3.7.4 Opening Bridge Sign (WC-11), Opening Bridge Tab (WC-11T)
A3.7.5 Fallen Rock Sign (WC-6)
A3.7.6 Deer Crossing Sign (WC-13), Moose Crossing Sign (WC-14)
A3.7.7 Cattle Crossing Sign (WC-15)
A3.7.8 Equestrian Signs (WC-21, WC-22)

A3.8 WARNING SIGNS FOR SPECIFIC TYPES OF ROAD USERS
A3.8.1 Pedestrian, School and Playground Warning Signs (WC-1, WC-1S1, WC-3, WC-3S1, WC-2, WC-16, WC-18)
A3.8.3 Truck and School Bus Warning Signs (WA-51, WC-25T, WC-24, WC-24T, WC-8, WC-8T, WC-17, WC-17T, WC-26, WC-26S, WC-12, WC-9, WC-9T)
A3.8.4 Off-Road Vehicles (WC-10, WC-10T, WC-28, WC-28T)
A3.8.5 Railway Crossing Warning Signs (WA-18, WA-19, WA-20, WA-52, WC-27, WC-27T, WB-6)
A4 GUIDE AND INFORMATION SIGNS

A4.1 GENERAL ASPECTS FOR GUIDE AND INFORMATION SIGNS
A4.1.1 Application of Guide and Information Signs
A4.1.2 Classification of Guide and Information Signs
A4.1.3 Design of Guide and Information Signs

A4.2 FREEWAY GUIDE SIGNS
A4.2.1 Application of Freeway Guide Signs
A4.2.2 Characteristics of Freeway Guide Signing
A4.2.3 Freeway Sign Design
A4.2.4 Freeway Destination Signing
A4.2.5 Installation Considerations
A4.2.6 Interchange Signing
A4.2.7 Non-Interchange Signing

A4.3 NON-FREEWAY DESTINATION GUIDE SIGNS
A4.3.1 Destination Direction Signs (IA-1, IA-2, IA-3)
A4.3.2 Destination Distance Sign (IA-4)
A4.3.3 Fingerboard Sign (IA-5)
A4.3.4 Roundabout Advance Diagrammatic Guide Sign (IA-6, IA-7)
A4.3.5 Roundabout Advance Overhead Guide Sign (IA-8)
A4.3.6 Roundabout Exit Guide Sign (IA-9)

A4.4 ROUTE MARKER SIGNS
A4.4.1 Route Markers (IB-1, IB-2)
A4.4.2 Junction Tab Signs (IB-3, IB-4, IB-5)
A4.4.3 Bicycle Route Marker Sign (IB-23)
A4.4.4 Guide Sign Supplementary Tab Signs

A4.5 OFF-ROAD SERVICES SIGNS
A4.5.1 General Aspects of Off-Road Services Signs
A4.5.2 Emergency Service Signs
A4.5.3 Transportation Services Signs
A4.5.4 Traveller Services Signs
A4.5.5 Tourist Services Signs

A4.6 MISCELLANEOUS INFORMATION SIGNS
A4.6.1 County Sign (ID-1)
A4.6.2 River and Lake Signs (ID-2, ID-3)
A4.6.3  Cul-de-sac Sign (ID-31), Cul-de-sac Tab (ID-31T)
A4.6.4  Passing Lane Ahead Sign (ID-23)
A4.6.5  Traffic-Calmed Neighbourhood Sign (ID-32)
A4.6.6  Photo Enforced Sign (ID-33)
A4.6.7  Photo Enforced Community Entrance Sign (ID-34)
A4.6.8  Cyclists Tunnel/Bridge Push Button Sign (ID-15, ID-16)
A4.6.9  Cyclist Push Button Ahead Sign (ID-17)
A4.6.10 Pedestrian Pushbutton Sign (ID-21)
A4.6.11 Signalized Intersection Crossing Sign (ID-20)
A4.6.12 Pedestrian Countdown Signal Information Sign (ID-18)
A4.6.13 Bicycle Signal Loop Detector Stencil Sign (ID-24)
A4.6.14 Avoid Engine Brake Sign (ID-7)
A4.6.15 Railway Emergency Notification Sign (ID-40)

A5  DYNAMIC MESSAGE SIGNS

A5.1  CLASSIFICATIONS OF DYNAMIC MESSAGE SIGNS
A5.1.1  Permanent Variable Message Signs
A5.1.2  Portable Variable Message Signs
A5.1.3  Hybrid Message Signs
A5.1.4  Changeable Message Signs

A5.2  DESIGN AND MAINTENANCE OF DYNAMIC MESSAGE SIGNS
A5.2.1  Installation and Placement
A5.2.2  Conspicuity and Legibility
A5.2.3  Hybrid Message Signs

A5.3  OPERATION OF DYNAMIC MESSAGE SIGNS
A5.3.1  Units of Information and Message Anatomy
A5.3.2  Message Length
A5.3.3  Alternating and Flashing Messages
A5.3.4  Message Formulation
A5.3.5  Message Prioritization
A5.3.6  Message Credibility

A5.4  DYNAMIC MESSAGES - EXAMPLES
A5.4.1  List of Abbreviations
A5.4.2  List of Unacceptable Abbreviations
A5.4.3  Variable Message Signs - Examples
PART B TRAFFIC CONTROL SIGNALS

B1 GENERAL ASPECTS OF TRAFFIC CONTROL SIGNALS

B1.1 FUNCTIONS OF TRAFFIC CONTROL SIGNALS AND DEVICES

B1.2 LEGAL AUTHORITY

B1.3 APPROPRIATE USE OF TRAFFIC CONTROL SIGNALS

B1.4 STANDARDIZATION OF TRAFFIC CONTROL SIGNALS

B2 INSTALLATION GUIDELINES FOR TRAFFIC CONTROL SIGNALS

B2.1 GENERAL CONSIDERATIONS FOR INSTALLATION OF TRAFFIC CONTROL SIGNALS

B2.1.1 Operational Considerations

B2.1.2 Safety Considerations

B2.1.3 Physical Considerations

B2.1.4 Strategic Considerations

B2.1.5 Special Considerations

B2.2 CANADIAN TRAFFIC SIGNAL WARRANT PROCEDURE

B2.2.1 Side Street Bus/Truck Factor

B2.2.2 Vehicle-Vehicle and Vehicle-Pedestrian Denominators

B2.2.3 Pedestrian Demographics Factor

B2.2.4 Roadway Characteristics Factor

B2.2.5 Data Collection Requirements

B2.3 PEDESTRIAN SIGNAL HEAD WARRANT

B3 DISPLAY AND CONFIGURATION FOR TRAFFIC CONTROL SIGNALS

B3.1 GENERAL CONSIDERATIONS FOR DISPLAY AND CONFIGURATION FOR TRAFFIC CONTROL SIGNALS

B3.2 MEANING, SIZE, COLOUR, AND SHAPE OF TRAFFIC CONTROL SIGNAL INDICATIONS

B3.2.1 Meaning of Traffic Control Indications

B3.2.2 Lenses for Vehicular and Pedestrian Signal Indications

B3.2.3 Steady Ball Signal Indications

B3.2.4 Arrow Signal Indications

B3.2.5 Flashing Ball Signal Indications
B3.2.6 Pedestrian Signal Indications
B3.2.7 Transit Signals
B3.2.8 Bicycle Signals
B3.2.9 Lane Control Signals
B3.2.10 Rectangular Rapid Flashing Beacons (RRFB)
B3.2.11 LEDs for LED-Embedded Signs

B3.3 POSITION OF TRAFFIC CONTROL SIGNAL INDICATIONS
B3.3.1 Vehicular and Pedestrian Traffic Control Signals

B3.4 VISIBILITY OF TRAFFIC CONTROL SIGNALS
B3.4.1 Cone of Vision
B3.4.2 Influence of High Vehicles
B3.4.3 Backboards

B3.5 NUMBER AND LOCATION OF SIGNAL HEADS
B3.5.1 Primary Signal Head Location
B3.5.2 Secondary Signal Head Location
B3.5.3 Auxiliary Signal Head Location
B3.5.4 Pedestrian Signal Head Location
B3.5.5 Bicycle Signal Head Location

B3.6 FLASH RATE FOR TRAFFIC CONTROL SIGNAL INDICATIONS
B3.6.1 Flash Rate for Vehicular and Pedestrian Signals
B3.6.2 Flash Rate for Rectangular Rapid Flashing Beacons (RRFB)
B3.6.3 Flash Rate for LED-Embedded Traffic Signs (LETS)

B4 OPERATIONAL REQUIREMENTS FOR TRAFFIC CONTROL SIGNALS

B4.1 GENERAL CONSIDERATIONS FOR OPERATIONAL REQUIREMENTS
B4.1.1 Reference Documents

B4.2 SIGNAL TIMING
B4.2.1 Cycle, Phase, Offset, and Green Interval Timing
B4.2.2 Vehicle Clearance Intervals
B4.2.3 Pedestrian Timing
B4.2.4 Intersection Flash
B4.2.5 Coordination

B4.3 PEDESTRIAN SIGNAL OPERATION
B4.3.1 Special Crosswalk
B4.3.2 Pedestrian Signal
B4.3.3 Pedestrian Signal Phasing

B4.4 TURNING MOVEMENTS
B4.4.1 Right-Turn Movements
B4.4.2 Left-Turn Movements

B4.5 PROTECTED LEFT-TURN PHASES
B4.5.1 General Considerations Related to the Requirement for Left-Turn Phases
B4.5.2 Detailed Assessment of the Requirement for a Protected Left-Turn Phase
B4.5.3 Selection of Left-Turn Phase Operation
B4.5.4 Entrapment

B4.6 LEFT-TURN PHASE OPERATION
B4.6.1 Protected/Permissive Leading Left-Turn Operation
B4.6.2 Protected/Permissive Leading Simultaneous Left-Turn Operation
B4.6.3 Permissive/Protected Lagging Simultaneous Left-Turn Operation
B4.6.4 Permissive/Protected Lagging Left-Turn Operation
B4.6.5 Fully Protected Leading or Lagging Simultaneous Left-Turn Operation
B4.6.6 Fully Protected Leading Left-Turn Operation
B4.6.7 Fully Protected Lagging Left-Turn Operation
B4.6.8 Separate Protected Left-Turn Operation

B4.7 BICYCLE PHASING
B4.7.1 Bicycle Advance Through Phasing
B4.7.2 Bicycle-Only Separate Phasing
B4.7.3 Signalization for Bicycle-Specific Phasing

B4.8 ACTUATION
B4.8.1 Fully Actuated Mode
B4.8.2 Semi-actuated Mode
B4.8.3 Pedestrian Actuation

B4.9 INTERCONNECTION OF TRAFFIC SIGNALS

B4.10 PRE-EMPTION AND PRIORITY OPERATIONS
B4.10.1 Priority Operation
B4.10.2 Pre-emption
B5  SIGNALIZED INTERSECTION SPECIAL FEATURES

B5.1 PEDESTRIAN COUNTDOWN SIGNALS (PCS)
   B5.1.1 PCS Design Standards
   B5.1.2 Location Conditions

B5.2 VEHICLE DETECTION
   B5.2.1 Presence Detection
   B5.2.2 Dilemma Zone Detection
   B5.2.3 Double Long Distance Detection
   B5.2.4 Types of Vehicle Detectors

B5.3 PEDESTRIAN DETECTION
   B5.3.1 Pedestrian Pushbuttons
   B5.3.2 Accessible Pedestrian Signals

B5.4 OPTICALLY PROGRAMMED SIGNALS

B6  OTHER TRAFFIC CONTROL SIGNALS

B6.1 GENERAL CONSIDERATIONS FOR OTHER TRAFFIC SIGNALS

B6.2 TRAFFIC CONTROL SIGNALS AT RAILWAY CROSSINGS

B6.3 TRAFFIC CONTROL SIGNALS AT FIRE TRUCK ENTRANCES

B6.4 TRAFFIC CONTROL SIGNALS AT OPENING BRIDGES
   B6.4.1 Operational Considerations
   B6.4.2 Placement

B6.5 LANE CONTROL SIGNALS
   B6.5.1 Application of Lane Control Signals
   B6.5.2 Placement of Lane Control Signals

B7  FLASHING WARNING INDICATIONS

B7.1 FLASHING BEACONS
   B7.1.1 Intersection Control and Installation of Flashing Beacons
   B7.1.2 Advance Warning Flashers for Signalized Intersections
   B7.1.3 Advance Warning Flashers for Bicycles and Railway Crossings

B7.2 RECTANGULAR RAPID FLASHING BEACONS
   B7.2.1 RRFB Operation
   B7.2.2 RRFB Placement
B7.3  LED EMBEDDED TRAFFIC SIGNS
    B7.3.1  LED Number and Placement
    B7.3.2  LED Intensity
    B7.3.3  Other Considerations
    B7.3.4  Operation

PART C  PAVEMENT MARKINGS

C1  GENERAL ASPECTS OF PAVEMENT MARKINGS

C1.1  FUNCTIONS OF MARKINGS AND DELINEATION DEVICES

C1.2  SAFETY BENEFITS OF PAVEMENT MARKINGS

C1.3  LEGAL AUTHORITY

C1.4  CLASSIFICATION OF MARKINGS
    C1.4.1  Longitudinal Markings
    C1.4.2  Transverse Markings
    C1.4.3  Symbols and Words
    C1.4.4  Coloured Treatments and Special Markings

C1.5  PRINCIPLES OF MARKINGS
    C1.5.1  Principles of Longitudinal Markings
    C1.5.2  Widths and Patterns of Longitudinal Markings
    C1.5.3  Principles of Transverse Markings
    C1.5.4  Principles of Symbols and Words

C1.6  STANDARDIZATION OF MARKINGS

C1.7  DESIGN STANDARDS FOR MARKINGS
    C1.7.1  Relationship to Geometric Design Standards
    C1.7.2  Colour
    C1.7.3  Materials
    C1.7.4  Raised Pavement Markers
    C1.7.5  Reflectorization

C1.8  INSTALLATION AND MAINTENANCE
    C1.8.1  Removal
C2  LONGITUDINAL PAVEMENT MARKINGS

C2.1  DIRECTIONAL DIVIDING LINES
C2.1.1 Directional Dividing Lines on Rural Roads
C2.1.2 Directional Dividing Lines on Urban Roads
C2.1.3 Other Directional Dividing Lines

C2.2  NO-PASSING ZONES
C2.2.1 No-Passing Zones on Two-Lane Rural Roads
C2.2.2 No-Passing Zones on Urban Streets
C2.2.3 No Passing at Approaches to Intersections and RR Crossings
C2.2.4 No Passing Zones at Specific Roadway Features
C2.2.5 No-Passing Zones on Three-Lane Roads
C2.2.6 Warrants for Establishing No-Passing Zones
C2.2.7 Three-Lane Pavement Transitions
C2.2.8 Narrow Structures
C2.2.9 Approach Markings for Intersections
C2.2.10 Approach Markings for Obstructions

C2.3  LANE LINES

C2.4  EDGE LINES
C2.4.1 Pavement Edge Lines
C2.4.2 Pavement Width Transitions
C2.4.3 Taper Lengths for Pavement Width Transitions

C2.5  CONTINUITY LINES
C2.5.1 Freeway Exit Only Lanes

C2.6  GUIDING LINES

C2.7  SPECIAL PURPOSE LONGITUDINAL MARKINGS
C2.7.1 Reversible Lanes
C2.7.2 Two-Way Left-Turn Lanes
C2.7.3 With-Flow Reserved Lanes
C2.7.4 Contra-Flow Reserved Lanes

C2.8  AUXILIARY LANES
C2.8.1 Passing/Climbing Lanes
C2.8.2 Left-Turn Lanes
C2.8.3 Right-Turn Lanes
C2.8.4  Taper Lengths for Auxiliary Lanes
C2.8.5  Bus Bays

C3  TRANSVERSE PAVEMENT MARKINGS

C3.1  CROSSWALK LINES
  C3.1.1  Twin Parallel Line Crosswalk Markings
  C3.1.2  Zebra Crosswalk Markings
  C3.1.3  Ladder Crosswalks

  C3.1.4  Elephant’s Feet Bicycle Markings
  C3.1.5  Advance Yield to Pedestrians Line Markings

C3.2  STOP LINES

C3.3  GORE AREAS

C3.4  DIAGONAL MARKINGS

C3.5  PARKING LINES

C4  SYMBOL AND WORD PAVEMENT MARKINGS

C4.1  SYMBOLS
  C4.1.1  Arrow Symbols
  C4.1.2  Diamond Symbols
  C4.1.3  Railway Crossing Symbols
  C4.1.4  Bicycle Symbol
  C4.1.5  Shared Use Lane Symbol
  C4.1.6  Bicycle Detection Symbol
  C4.1.7  Accessible Parking Space Symbol

C4.2  WORDS

C5  COLOURED SURFACE TREATMENT

C5.1  GENERAL ASPECTS OF COLOURED SURFACE TREATMENT

C5.2  COLOURED SURFACE TREATMENT OF TRANSIT LANES
  C5.2.1  Principles of Implementation
  C5.2.2  Implementation Schemes

C5.3  COLOURED SURFACE TREATMENT OF CYCLING FACILITIES
  C5.3.1  Principles of Implementation
C6  SPECIALIZED APPLICATIONS

C6.1  ROUNDABOUT PAVEMENT MARKINGS
   C6.1.1  Yield Line Markings
   C6.1.2  Circulatory Road Markings
   C6.1.3  Pavement Arrows
   C6.1.4  Bicycle Facilities
   C6.1.5  Pedestrian Crossings
   C6.1.6  Example Signing and Marking Applications

C6.2  RESERVED FACILITY MARKINGS
   C6.2.1  Freeway High Occupancy Vehicle (HOV) Lane Pavement Markings
   C6.2.2  Urban Bus/HOV Lanes
   C6.2.3  Clearance and Vehicle Guidance

C6.3  TRAFFIC CALMING TREATMENTS
   C6.3.1  Vertical Deflection Markings
   C6.3.2  Peripheral Transverse Bars

C7  PAVEMENT MARKINGS FOR SPECIFIC TYPES OF ROAD USERS

C7.1  BICYCLE FACILITIES
   C7.1.1  Bicycle Lanes
   C7.1.2  Bicycle Lane Adjacent to Permanent On-Street Parking
   C7.1.3  Introduced and Discontinued Bicycle Lanes
   C7.1.4  Typical Bicycle Lane Transitions at Intersections with Shared Through/Right-Turn Lanes
   C7.1.5  Typical Bicycle Lane Transitions at Intersections with Exclusive Right Turn Lanes
   C7.1.6  Pavement Markings at Intersections/Conflict Zones for Through Moving Cyclists
   C7.1.7  Typical Bicycle Lane Applications Downstream of Intersections
   C7.1.8  Typical Bicycle Lane Applications for Left Turning Cyclists
   C7.1.9  Bike Box
   C7.1.10 Separated Bicycle Lanes
   C7.1.11 Separated Bicycle Lanes at Intersections
   C7.1.12 Two-Stage Left Turn Queue Box
   C7.1.13 Contraflow Bicycle Lanes
   C7.1.14 Bi-Directional Bicycle Lanes
   C7.1.15 Raised Cycle Tracks
   C7.1.16 In-Boulevard Facilities
C7.1.17 Crossrides
C7.1.18 Motorist Cyclist Conflict Zones
C7.1.19 Transit Stops

C7.2 PEDESTRIAN FACILITIES
C7.2.1 Pedestrian Crosswalk Pavement Markings
C7.2.2 School Crossings

C7.3 RAILWAY CROSSINGS

PART D TEMPORARY CONDITIONS

D1 GENERAL ASPECTS OF TEMPORARY CONDITIONS

D1.1 FUNCTIONS OF TEMPORARY CONDITIONS SIGNS AND DEVICES
D1.2 FUNDAMENTAL PRINCIPLES
D1.3 LEGAL AUTHORITY
D1.4 CLASSIFICATION OF TEMPORARY CONDITIONS SIGNS AND DEVICES
D1.5 APPROPRIATE USE
D1.6 REFERENCE TO PART A, DIVISION 1
D1.7 STANDARDIZATION
D1.8 TEMPORARY WORK ZONE COMPONENT AREAS
D1.9 DURATION OF WORK
D1.10 GENERAL GUIDANCE
   D1.10.1 Installation and Removal of Devices
   D1.10.2 Maintenance
   D1.10.3 Record Keeping
   D1.10.4 Additional Guidance

D2 TEMPORARY CONDITIONS SIGNS

D2.1 GENERAL CONSIDERATIONS FOR TEMPORARY CONDITIONS SIGNS
D2.2 SIGN DESIGN STANDARDS
   D2.2.1 Standardization of Design
   D2.2.2 Sign Shape and Colour
   D2.2.3 Dimensions
   D2.2.4 Reflectorization
D2.3  SIGN INSTALLATION
   D2.3.1  Standard Sign Placement for Temporary Conditions
   D2.3.2  Guidelines for Sign Spacing
   D2.3.3  Sign Supports
   D2.3.4  Vertical Placement
   D2.3.5  Visibility

D2.4  WORK ZONE NOTIFICATION SIGNS
   D2.4.1  Construction Ahead Signs (TC-1, TC-1A)
   D2.4.2  Road Work Sign (TC-2)
   D2.4.3  Survey Crew Sign (TC-3)
   D2.4.4  Traffic Control Person Ahead Sign (TC-21)
   D2.4.5  Construction Ends Sign (TC-4)

D2.5  DIVERSIONS AND REALIGNMENTS
   D2.5.1  Diversion Signs (TC-13, TC-14, TC-18)
   D2.5.2  Realignment Signs (TC-15, TC-16, TC-19)

D2.6  LANE CLOSURES
   D2.6.1  Temporary Lane Closed Ahead Sign (TC-5)
   D2.6.2  Lane Closure Taper Sign (TC-6)
   D2.6.3  Lane Closure Arrow Sign (TC-7)

D2.7  ROAD CLOSURES AND DETOURS
   D2.7.1  Detour Ahead Sign (TC-10)
   D2.7.2  Detour Direction Markers (TC-11), Detour Route Markers (TC-12), Road Closed Advisory (TC-88)
   D2.7.3  Ramp Closed Sign (TC-66)
   D2.7.4  Closed Sign (TC-67)
   D2.7.5  Temporary Ramp/Exit Closed Ahead (TC-69)
   D2.7.6  Emergency Detour Routes

D2.8  TRAFFIC REGULATIONS
   D2.8.1  Yield To Oncoming Traffic Sign (RA-2/TC-17)
   D2.8.2  Temporary Remote Control Device Ahead (TC-85), Prepare to Stop Tab (TC-85S)

D2.9  SPECIFIC ROAD FEATURES
   D2.9.1  Grooved Pavement Sign (TC-47)
   D2.9.2  Soft Shoulder Sign (TC-48)
   D2.9.3  Pavement Drop-Off Sign (TC-49)
D2.10  SPECIFIC TYPES OF ROAD USER CONTROL
D2.10.1 Pedestrian and Bicycle Detour Signs

D2.11  EQUIVALENT SIGNS FROM PART A

D3  TEMPORARY CONDITIONS DEVICES

D3.1  GENERAL CONSIDERATIONS FOR TEMPORARY CONDITIONS DEVICES

D3.2  DELINEATION DEVICES
D3.2.1 Traffic Cones (TC-61)
D3.2.2 Construction Marker (TC-62)
D3.2.3 Flexible Drum (TC-63)
D3.2.4 Barricades (TC-64A, TC-64B, TC-64C)
D3.2.5 Tubular Markers (TC-30)
D3.2.6 Temporary Overlay Markers (TC-91)

D3.3  PAVEMENT MARKINGS
D3.3.1 Temporary Conditions Pavement Markings
D3.3.2 Short-Term Pavement Markings

D3.4  DYNAMIC DEVICES
D3.4.1 Portable Variable Message Signs (PVMS)
D3.4.2 Flashing Arrow Boards (TC-8, TC-9)
D3.4.3 Speed Display Device (TC-84)
D3.4.4 Yellow Warning Lights (TC-92)

D3.5  TRAFFIC CONTROL PERSONS (TCPs)
D3.5.1 Applications of TCPs
D3.5.2 Traffic Control Paddles (TC-65)
D3.5.3 Duties
D3.5.4 Qualifications
D3.5.5 Training
D3.5.6 Personal Protective Equipment

D3.6  TRAFFIC CONTROL SIGNALS
D3.6.1 Temporary Traffic Control Signals
D3.6.2 Portable Traffic Control Signals
D3.6.3 Automated Flagger Assited Devices
D4 TYPICAL APPLICATIONS

D4.1 GENERAL CONSIDERATIONS FOR TYPICAL LAYOUTS

D4.2 SIGNAGE SPACING

D4.3 DELINEATION DEVICE SPACING

D4.4 TAPER AND BUFFER LENGTHS
  D4.4.1 Guidelines for Lane Closure Tapers and Buffer Lengths
  D4.4.2 Linear Space Restrictions
  D4.4.3 Other Taper Lengths

PART E TYPICAL APPLICATIONS

E1 STOP-CONTROLLED AND SIGNALIZED INTERSECTIONS

E2 ROUNDABOUT INTERSECTIONS

E3 ROAD AND HIGHWAY SEGMENTS

E4 FREEWAY SEGMENTS AND RAMP TERMINALS

E5 SPECIFIC ROAD USERS

SIGN INDEX BY SIGN NUMBER

SIGN INDEX BY SIGN NAME

REFERENCES